BUREAU

VERITAS
Ref Cerf. : BVI.DOA.20.IND.343.49.CPC01
ANNEXURE #1
. Height Limit in Each Type in mm
S/N Diameter of Manhole g yp

Type 1 Type 2 Type 3 Type 4

1 | PRC Manhole DN 600mm 1500 NA NA NA

2 PRC Manhole DN 800mm 1850 NA NA NA

3 PRC Manhole DN 1000mm 3000 NA NA NA

4 | PRC Manhole DN 1200mm 4000 NA NA NA

5 PRC Manhole DN 1500mm 5000 20,000 NA NA

6 PRC Manhole DN 1800mm 3500 10,000 25,000 NA

7 | PRC Manhole DN 2000mm 3000 11,000 NA NA
8 PRC Manhale DN 2100mm NA 10,000 20,000 30,000

L) PRC Manhole DN 2200mm 3000 10,000 15,000 NA

10 | PRC Manhole DN 2400mm 3500 9000 19,000 NA

11 | PRC Manhole DN 2800mm 5000 12,000 25,000 NA

The certification body has performed an audit of the above product quality system covering the design,
manufacture and final inspection of the certified product. The quality system has been assessed, approved and is

subject to continuous surveillance as per ISO 9001:2015 according to BS EN 14636-2 and QCS 2014.
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